N /
L~

BAMER

LED CONTROLLER

SHORT FORM CATALOGUE

www.bamer.it



MIRROR SENSOR

Touch Sensor (Low Voltage)
KZQ-CM-BC

A three-kay touch sensor for 12V/24V LED lumindires in mirror application,to control the
ON/OFEcolor temperature and brighness respectively by three different keys. The relay
works with mimor heating system is opiontal.

Characteristics:
« Touch sensor
« Used behind mirmor

L
« Memory function [ | | Ts-002
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Inslallation brackel wilh
double-sided adhesve lape

Touch Sensor (Low Voltage)
MIRRORTOUCH 1711V

A single key touch sensor for 12V/24V LED luminaires .to control the ON/CFF and color

temperature. The relay works with mirror heating system is opiontal.

Characteristics:

» Touch sensor

« Used behind mirror
« Meamaory function

®©9 O @

oniiil Dimming

q3

Adjustahle colour  Defog fanciion
rEmperature

; i @ Short touch( < 1s): ONOF

-
[ — T5-002
element

i : Long louch( > 15). Adjus! colour temperature @light off
Adjust brightness @light on

E LED Pawer SUpply

12Viz4v

"I or product datesheet go 1o www.sell-ecg.com or available on request.

Metal sheet sticker

— cdivstacie LD
Gesture Sensor (Low Voliage)
GESTURE SENSOR-1804LV

« Gesture detection sensor

+ Detection range: Max.15cm{white olject)
« Installation: recessed or surface mounting

« Besture function: on/off/switch scenes

Ve se B

Switch Scenes

Scene | Colour Temperature Brightness
1 ool whiler 100
2 metural white 100
3 warm white 1007
4 warm while P

Elecine heatmyg TS-002
| ehement™
Elecing heabng chement
will e heated when light
isan
Flectric heating element
will stop heating when light
isoff
® 1AV
LED Power Supply
3@

GESTURE SENSOR-1804LY
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Motion Sensor (Low Voltage)

IR SENSOR-1908BV

Characteristics:
IR senser for indoor 12V/24V LED lighting
+ With 2 selectable functions

+ Defection range: less than écm(1/4") is recommended

« Dimming range:5%-100% 5% 0%
« Working frequency:2 4GHz —
- Power:CR2450(3V)button lithium battery e v
+ Memory function:Light will return to last setting before shut off, 5% bo 100%
Monostable function Wy Qulpul. DC 12vi2ey
Butten function
i i ~ = Smiart LED Power S o
Bistable function AC — :sww.llﬁm-mr;"v‘f&:pg:;m; :I@]
it
Ry =
\:;t\j \‘-_)J" * Refore using the remote and receiver | please refer to the instruction //,:.:-
o [ manal fer matehing the remete to the receiver =
ce “
)

MOTION IR SENSOR

IR Sensor (Line Voltage 100-240Vac)
HZK218C

An IR sensor for high voltage LED luminaires and power supplies, and it's used for QN/
OFF application. The light is on when the hand covers for the first time. The light is off
when the hand covers for the second fime.

Characteristics:

« IR sensor

« Detfection range: less than 5cm(2"™) is recommended
- Standby power consumption: <0.5W

« KEMA approved

Sensor Dimensions: (mmvinches) mﬁﬁgﬁ' %??IESC:{.{LJ

sy i

Move hand befone the detector ihe Irst tme” [amps tum on,
Move hand before the dedector the second ime: lamps fum off

siraemeor =2 ?ﬂ‘}? ’.[-Il.ng]: oulpul AC100-24 e

) @ = Constant voltage e

LED Power Supply
HEZK18C @E s E
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IR Sensor (Low Voltage)
HZK221
An IR sensor for 12V/24V LED luminaires to control the ON/OFEIF has two modes, door
application and ON/OFF application.
Characteristics: = A / '
+ IR sensor for LED lighting \ = &
* _With 2 salecicbie functions Monostable function 1 Bistable function 2

OTDCE

£3(2-127) 11001

I _ | P q
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MOTION IR SENSOR

Motion Sensor (Low Voltage)

IR CONTROLLER-1907LV/ IR CONTROLLER-1907LV-1

= IR sensar for indoar 12V/24V LED lighting
- Defog function

+ Detection range: less than S5cm (2") is recommended

+ Memory function

Function (IR CONTROLLER-1207LYV)
1.0n/Off
2.To dim

Function(IR CONTROLLER-1907LV-1)
Mode 1 (Factory configuration)

1.0n/Oft -
2.To adjust color tempercture/ To dim
Mode 2 (Factory configuration) 1 [omire e |
1.0n/Off " E—
IR CONTROLLER, 180TLY
2"]'0 d|m IR CONTROLLER- 1807101
3. Ajustable colour femperarture LLD Pomes Susely 3
) o @
‘u__/J \\_J/‘ e | wnine st
OO Dimming Adjustable colouwr  Defog functon The ONAOFF status of Electri whement = with LED ight stabus.
iemperature The L LLI .
Specifications
Model No. Rated supply Rated load Rated current ta LxWxH
IR CONTROLLER 18071V DCAV W B " 92x35 4x16mm
IR GONTROLLER-1907LY-1 BEa P o2 e (R
Fleasc refer to the attached table for power supply.

IR Sensor (Line Voltage 100-240vac)
HZK218B {_4_#31 &
An IR sensor for high voltage LED luminaires and power supplies, and it's used for door ‘!.;,' T ?ﬁ- X

- . ) . . . . B Nl e i
application. The light is on when the door is open. The light is off when the door is @@ Ty “_‘ %

- i =
closed. = W»"’/ y
y L g

Characteristics: " N !pﬂ’"
- IR sensor ;.c/

- Defection range: less than 5em(27) is recormmended

« Standby power consumption: <0.5W
+ KEMA approved

O VYV C€ K Paed

2000(78-3/47)

— 4.8

%W et ]

—
-‘:ib

35(1-3157)

83(3-147)

Sensor

Hole opening
diameter{D)

#13mm

(@112%)

@1Imm
{@716")

“TFor product datesheet go to wew. self-ecg.com or available on request.

-

Detector mounted
position

oulput ACTNR 240V

[®

Corstant voltage

©

HZK2188

LED} Power Supply

il

i
g

Input-AC 100-2400V

@ IR Sensor

Oipen door: lamps burm on Chose door: lamps turn off
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MOTION IR SENSOR

IR Senscr (Low Voltage)

SHE-Z-60C

An IR sensor for 12V/ 24V CCT LED luminaires to control the ON/COFECCT and brighness.
It has two modes, door application and ON/OFF application.

Characteristics:

+ With 2 selectable functions before installation

+ IR sensor for LED lighting ‘_” S
« Defection range: less than 5cm(2") is recommended > i

= Selectable output connection: ferminal block and mini plug e
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Motion Sensor (Line Voltage)
SWE-L250-240V AC 100-240V

@
A microwave sensor for high voltage LED luminaires and power supplies fo defect the :(;:;ﬁw
maotions. The light is on when people are nearby. The light is off when people are gone. ':Eﬁ:h o *‘ﬁrﬁ _..w*‘ L
Characteristics: (3

+ 5.8GHZ signal contfrol

« Detect distance: 1-8m(io be set), without obstruction

« Delay time:10sec-10min(io be set)

« Detect Angle:130°

- Applieation:Underground parking, aisles of library, supermarket and office.

® —
omon ®

L.x.
LED Power Supply
@ c e W @ Adjustable sensitivily v = Lt
[
P LED Power Supply | |
S = '
@ \ B [ |
Adjustable delay :10s-10Min: Halerd outgut vollage. AG100- 240V

LED DRIVER & CONTROLLER 5
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MOTION PIR SENSOR

PIR Sensor (Line Voltage) = e,
SHE-B-250 Ambient AC 100-240V . ~ﬁ*5‘9
A PIR sensor for high voltage LED luminaires and power supplies to defect the motions. g’*{_ ok «j;;&‘ ==,
The light is on when people are nearby.The light is off when people are gone. PIR sensor ?’wﬁ%.;q‘ﬂ =
with daylight detection is opticnal. g =

aylig 8] | /;-‘ :
Characteristics: 2
* Human-body detection sensor . g
- Detection range: Max. 2.6m(98-7/167) A\ fﬁ"‘
« Detfection angle: 80° . @ -+ il
+ Detection time: 10sec-~3min TIME =
= KEMA approved
SHE—B—2505 ‘%.1,”:{;’ [limension in mm{nch) :‘:E“L 0 -nirag Ir)e a[rﬂ: &HLS?T?[W__
Wireless control modular parts can manage remote controls simultaneously. homty ,&‘ﬂ B vEs R
PIR sensor with daylight detection is optional. - ;_‘FH [.F:]

LK ¥ w |

Characteristics:
- Delay time: 8s(test location), 30s,1min,3min,5min, 10min )
+ Grouped by wireless pairing |/: (™ "“'“'_""\:"MNW"
+ Wireless transmission distance: 16m ] vesm| & o . i

i [ o e [
30 1:1:& | :0 e ﬂ&mﬂj '§|

taat:

» Can be switched on/off by KZQ-B8YKB m ;'—“\(3 reciomosr "
1md%:nm PIR Gemanr / ACHO0-240V

PIR Sensor (Low Voltage) o il
SHE-B-60 Ambient S =
A PIR sensor for 12V/24V LED lumingires to detect the motions. The light is on when ﬁ*ﬁ."ﬁ ,.:» Dee,
people are neartyy. The light is off when people are gone. - -;:’.5:‘;3 -
) -{'{F}"

Characteristics: ~d i
+ Human-body detaction sensor e
« Detfection range: Max. 2.5m(98-7/16") = ; g
« Deteclion angle: 80° ﬁ,ﬁ"" >
+ Detection time: 10sac-3min =
+ Selectable cutput connection: ferminal block and mini plug
C€omy ®  [GRED] oo nomne) e | B | ooty

e — ) a:‘s Quiput.DC1ZVizay

Sermar 1: "

TELFS BT ';";“u‘:r; '.!-‘I:"?UJM'“ Constant voltage = |
T ) } | e ~AC - LED Power Supply i ﬂ:D

- \Q m— = = - gl i &l = L) =

EIEY R

mrtrchubect maode.
Whan Se ibnior detects ambsant IghE Bumination T, Bee senacr confrober starty th suis-Setect mode.

ok "Wfitwpn B sarmor dabcty arvibsiend lght Somination =100k, e semer contoler shuts of S
v |

TOUCH SENSOR

P R ()
Touch Sensor (Line Voltage) g 'ﬁm@ 1 -/
HZK201 B e T BT

A touch sensor for high voltage LED luminaires and power supplies,to control the ON/OFFE §
Characteristics:

+ Touching-wire length:Max.1.5m(52-1/16"
+ Touch sensitivity adjustable

 AVAAE

R
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SMART DIMMING DRIVER

DCV Smart Series
SLD15/30/60-12VLS-E/SLD15/30/60-12VLS-E1 g?* \

SLD15/30/60-24VLS-E/SLD15/30/60-24VLS-E1
The smart power supply is exclusively designed for 12V & 24V LED lamp, It can be used

d.—

% > \‘ﬁﬁ\

o~
ether with our contrel modules, IR/PIR sensors, Remote Controller and APP. 58 *““ =
fog / ﬁr‘\_‘:{;&ﬁw IQ_'\""L' @L‘j&? = >
Characteristics: ﬁ@;ﬁi@fﬁ}fw o >
*+ Independent power supply for constant voltage LED lamp % ‘»:& ﬁ.,e:& 4 d”-ﬁ]@
- The output current of the power supply could be dimmed between '%} B
« 2%-100% by IR/PIR sensors,Remote Controller or APR \ \

« Class |l protection against electric shock from direct and indirect contact

= Startup time =0.56s

- No load power consumption=0.5W

« Open circuit@short circuitBover load and over temperature protection

+ Auto restart after removal of fault conditions I PR

« ECO design, comply with ERP directives
Optional smant module 240 Wireless
%’: 240V
Flue oo th

« Warranty : 3 Years
BVVVEOsey C€Q

WIH

=F-==-/

Senzorntefac e
Ea sy quic k owiput c onne ¢ iors
Specifications
=1 [ o ya
i Model Rated input PF  Qutput range Tolerance Efficiency ta te (LxWixH) Approval
SLD15S-12VLS-C  acoop.2dow 0.70C 12VDC 0-15W 115 83.0%  20.40C  80C g i s
d e 167x49%16mm (E@ -
= & :ngg :;::_: E' AC220.2407 085 12VDC 0.30W +5% 050% 2040C 750 189x58x16mm (€ an
SLDGO-12VLS-C oy z . ’ r .
ACZ20-240v 085 12VDC O-EOW 5% BO%  -20-40(
r SLDEI R iaE] it TS 2aTaTixiémm (€ @n-nu
S1DA5-24V1 S-F ", . R
SLD15-24VLS-E1 ACZ20-240v 0.70C 24VDC O-15W +-5% 03.0% -20-40 T 80T 16Tx4SI6mm CE @ g
SLDA0-24VLS-C  agzon24ov 085 24V0C 0-30W % BTO% 20400 70 Tnding
SLD30-24VLE-E1 189%55x16mm (( @
SLDG0-24VLS-F . i .
SLDED-BdVLE-E1 AC220-240¢ 055 24VDC 0-B0W -5, 890%  -20-40T 8L pamvixiemm (€ @u-ﬂu
Optional Accessories Table Easy quick output connectors
T SCM-1 SCM-2 BCM-3 SCM-4 Input Cable ’ .
ype | | Lo Single colour temperature Adjustable colour temperature
S 2 pins) {3 pins)
Fieture \h&\* -~ q‘t&
Li 1
Function .
Characteristics [IRH 1B IR A0 IRPILYHT TN -
IR Sansor IR Sensor | IR Sensor PIR Sanscr IR Sensor
1R S PIR Somsa & & SLD1S-12VLEE HLDIS-12VLE-E1
SLDI-1IVLEE SLDE0-12VLE-E1
THSLFS AT6 D48 SIFSATE M4 TEAFSATENSS SIFSATEOIS TrSLF 5006 D4 SLDG0-12VLS-E SLDE0-12VLS-E1
Functional Filbngs &?‘ @‘ SLFRETERE sraaTams = SLD15-24VLS-E SLOM5-24VLE-F1
Ramata Cantraller for 2 4G APP WIFL SLD30-24VLS-E SLOB0-24VLS-E1
SLDBN-24VLS-E SLOEO-24VLS-E1
TELFZ0T6.048  SUFSATGOTS 0 ?
SLF5 E76.045 @ * -
-
KEC-BYHE
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DIMMER

Standard Dimmer

KZe-5B
A PWM dimmer for 12V/24V LED luminaires. Dimming ranges from 0% to 100% with over load >0
and open circuit protections. .al‘-'"'.# gl = Q
P I
EW e
Characteristics: ® 2 *’.'.w-"%u’;..a
« Class lll independent dimming controller for 12V or 24V single color LED lamp ’%f:,p
+ One channel PWM output dimming by a potentiometer(150kMor 1-10V signal
- Terminal block for guick connection -~

« Open circuit,short circuit,over load protection
= Rated oufput current 3.33A
= Light output dimmable: 0~100%

Quiput: DC 12724V

Ce 0 < @
@ @ ~AC : EEB”I"?\:LmT),- @ | kzoss @:@

Imput

i)
2]
]
i

| (] | Potentiomatar

dimmer per strip led monocolore

TER4042

Dimmer per Strip LED con comando d pulsanti NA di ridoftissime dimensioni, Ingresso © &Vee
+ 24Vcc. Uscita : PWM TKHz , BA (96W in 12Vce e 192W in 24Vcc). Comando tramite pulsanti

NA. Con una breve pressione del pulsante si otfiene I'accensione e lo spegnimento del cari- ® ; presro——
co, mentre con una pressione prolungata si offiene la regolazione lineare del carico. Dotato gi B ooavo1mw
di funzione memaoria di stato che permette il mantenimento dell' ultimo livello di luminosita (MchxZA)
impostata alla successiva ricccensione anche togliendo e ridando fensione con linternuttore
(). Pud essere utilizzato come dispositivo solo Master oppure Master / Slave in abbinarmento al mim ; ETI—
codice PWMREP (vedi schemi) H __%IE ALMENTATHE
- A % ‘IAMIHI.IE S
TeRasz D B
Characteristics: _ﬁ "im B l
+ Tensione d' ingresso 15 + 24 Voo *
« Corrente massima : BA : iJ P __.==,-’=
+ Frequenza PWM : TkHz x 256 livelli o et | )
= Pratezione contro il soviaccarico | 15A +/-25%
= Protezione termica 1 105°C +/-5%
+ Protezione contro il corto-circuito e inversione di polarita
R TYVTTS --\-'_
c € = mmﬁ L._/
12V - 120W

amplificatore per strip led monocalore oav. 210w
MINIREPM {1 chx 104)
Amplificatore di segnale PWM, consente di amplificare il segnale PWM in ingresso riportandolo
in uscita con una potenza massima di 120W in 12Vec e 240W in 24Vee per il comando sin-
cronizzato su pil linee. (Corrente in uscita di 10A). Alimentazione separata da 5Vee a 24Vee.

Characteristics: . 2
« Tensione di Alimentazione : 5 « 24 Veo i ;_:x ;m
« Corrente massima : 104 (3chx 8A)

- Hfficienza i > 97%
- Protezione contro: inversione di polaritd, sovracearico, corto circuito, @ Esernpio di collegamenta son amplificatoriripstitor

« protezione termica. di segnale Cod. MINIREPM ¢ God. PWMREF nel caso di pio
P allmentator! e'o potenze superlorl a S6W in 12Vec e 192W In 24Vec

m#-amnm.:u H.MIN[REPM

8 www.bamer.it



DIMMER

dimmer per strip led RGB CLII - IP40

TER4043

Dimmer per Strip LED con comando a pulsanti NA di ridoftissime dimensioni. Ingresso :
SVeoc + 24Vieo. Uscita :PWM TKHz , 6A (72W in 12Vee e 144W in 24V ec), Funzioni : P3 (Filo gialla)
. Permette la scelta dei colori fissi. P2 (Filo viola) : Permette I' accensione e lo spegnimento
con un tocco prolungate e la regolazione della luminesita sui colori fissi o della velecita dei
lampeggi o delle rampe. P1 {Filo marrone) : Permette la scella delle funzioni speciali quali lam-
peggi e saliscendi, Pud essere utilizzato come dispositive solo Master oppure Master / Slave in
abbinamente al codice PWMREP (vedi schemi retroriportati).

Characteristics:

« Tensione d' ingresso 5 + 24 Vee

- Corrente massima : 64 (24 x Canale)

» Frequenza PWM : TkHz x 256 livelli

+ Protezione contro il soviaccarico @ 15A +/-25%

* Protezione termica : 105°C +/-5%

+ Profezione contro il corto-circuito e inversione di polarita

mini amplificatore RGE

MINIREPRGB

Amplificatore / ripetifore di segnale RGB di ridoftissime dimensioni. Ingresso.SVoc+24Vcc,
Uscita:3x3,5A (120W in 12Vcc e 240W in 24Vcc).

Characteristics:

« Tensione d' ingresso : 5 + 24 Voo

+ Corrente massima @ 10,54

+ Protezione contro il sovraccarico | 15A +/-25%
« Protezione termica 1 105°C +/-5%

+ Protezione contro I' inversione di polarita

- Grado di protezione (P63

Schema di collegamento in funzione solo MASTER Schema di collegamento in funzione MASTER / SLAVE
A——— ( con amplificatorifripetitori cod. PWMREP )
(e INTERRUTTORE
r - ALIMENTATORE | {1y
IN:230Vea E - ALIMENTATORE
N 230Vca OUTA2Vec/24Vee — [:2 IN:230Vea
N™530vca " | DUT12Vee/24Vee
2 g § ;l STRIF LED £
g;lp,,q “|% TER40a3 B| T g ¥ TERa0a3 3
g ralefe] L & " g & @
'—‘—‘F QixP==:LLELEEE = *L

B Slave ;E:mvmom’m
w0 Dimmer . P
G|| PWMREP ||cf — zﬂqmﬂqﬁﬁmmm/
- - B B B
AL STRIP LED
MAX, 10
PWMREP

LED DRIVER & CONTROLLER g



